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Environmental Protection Agency Pt. 63, Subpt. G, Table 27 

TABLE 22 TO SUBPART G OF PART 63—PAINT FACTORS FOR FIXED ROOF TANKS 

Tank color Paint factors (Fp) 
Paint Condition 

Roof Shell Good Poor 

White ...................................................................... White ..................................................................... 1.00 1.15 
Aluminum (specular) .............................................. White ..................................................................... 1.04 1.18 
White ...................................................................... Aluminum (specular) ............................................. 1.16 1.24 
Aluminum (specular) .............................................. Aluminum (specular) ............................................. 1.20 1.29 
White ...................................................................... Aluminum (diffuse) ................................................ 1.30 1.38 
Aluminum (diffuse) ................................................. Aluminum (diffuse) ................................................ 1.39 1.46 
White ...................................................................... Gray ...................................................................... 1.30 1.38 
Light gray ............................................................... Light gray .............................................................. 1.33 1.44 
Medium gray .......................................................... Medium gray ......................................................... 1.40 1.58 

TABLE 23 TO SUBPART G OF PART 63—AVERAGE CLINGAGE FACTORS (c) A 

Liquid 

Shell condition 

Light 
rust b 

Dense 
rust 

Gunite 
lined 

Gasoline .......................................................................................................................................... 0.0015 0.0075 0.15 
Single component stocks ................................................................................................................ 0.0015 0.0075 0.15 
Crude oil .......................................................................................................................................... 0.0060 0.030 0.60 

a Units for average clingage factors are barrels per 1,000 square feet. 
b If no specific information is available, these values can be assumed to represent the most common condition of tanks cur-

rently in use. 

TABLE 24 TO SUBPART G OF PART 63— 
TYPICAL NUMBER OF COLUMNS AS A 
FUNCTION OF TANK DIAMETER FOR 
INTERNAL FLOATING ROOF TANKS 
WITH COLUMN SUPPORTED FIXED 
ROOFS A 

Tank diameter range (D in feet) 

Typical 
number of 
columns, 

(NC) 

0 < D ≤ 85 ........................................................... 1 
85 < D ≤ 100 ....................................................... 6 
100 < D ≤ 120 ..................................................... 7 
120 < D ≤ 135 ..................................................... 8 
135 < D ≤ 150 ..................................................... 9 
150 < D ≤ 170 ..................................................... 16 
170 < D ≤ 190 ..................................................... 19 
190 < D ≤ 220 ..................................................... 22 
220 < D ≤ 235 ..................................................... 31 
235 < D ≤ 270 ..................................................... 37 
270 < D ≤ 275 ..................................................... 43 
275 < D ≤ 290 ..................................................... 49 
290 < D ≤ 330 ..................................................... 61 
330 < D ≤ 360 ..................................................... 71 
360 < D ≤ 400 ..................................................... 81 

a Data in this table should not supersede information on ac-
tual tanks. 

TABLE 25 TO SUBPART G OF PART 63— 
EFFECTIVE COLUMN DIAMETER (Fc) 

Column type Fc 
(feet) 

9-inch by 7-inch built-up columns ............................. 1.1 
8-inch-diameter pipe columns ................................... 0.7 
No construction details known .................................. 1.0 

TABLE 26 TO SUBPART G OF PART 63— 
SEAL RELATED FACTORS FOR INTER-
NAL FLOATING ROOF VESSELS 

Seal type KS n 

Liquid mounted resilient seal: 
Primary seal only ....................................... 3.0 0 
With rim-mounted secondary seal a ........... 1.6 0 

Vapor mounted resilient seal: 
Primary seal only ....................................... 6.7 0 
With rim-mounted secondary seal a ........... 2.5 0 

a If vessel-specific information is not available about the 
secondary seal, assume only a primary seal is present. 

TABLE 27 TO SUBPART G OF PART 63— 
SUMMARY OF INTERNAL FLOATING 
DECK FITTING LOSS FACTORS (KF) 
AND TYPICAL NUMBER OF FITTINGS 
(NF) 

Deck fitting type 
Deck fitting 
loss factor 

(KF) a 

Typical number of fit-
tings (NF) 

Access hatch ......... ...................... 1. 
Bolted cover, 

gasketed.
1.6 

Unbolted 
cover, 
gasketed.

11 

Unbolted 
cover, 
ungasketed.

b 25 

Automatic gauge 
float well.

...................... 1. 

Bolted cover, 
gasketed.

5.1 

Unbolted cover, 
gasketed.

15 

VerDate Mar<15>2010 12:20 Aug 31, 2011 Jkt 223152 PO 00000 Frm 00375 Fmt 8010 Sfmt 8002 Q:\40\40V9.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-19T07:45:17-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




